
SAT-Coaxial Cables for digital-tv, screening efficieny >90dB / >95dB, for

satellite-receivers, double screened
 

 

 
 innerinnerUndergroundinnerinner/outerinner/outerinnerused as
 1,0/4,61,0/4,61,6/7,01,1/5,00,8/3,50,7/4,50,7/2,9Type
 4001974001824001840017400854001640015Part no.

 
Cable structure

 1
Copper, bare

1
Copper, bare

1,63
Copper, bare

1,1
Copper, bare

0,8
Copper, bare

0,75
Tinned copper

0,6
Copper, bare

Inner conductor Ø mm

 4,6   Cell PE,
foamed

4,6   Cell PE,
foamed

7,1   Polyethylene,
foamed

4,8   Polyethylene,
foamed

3,5   Polyethylene,
foamed

4,5   Polyethylene,
foamed

3   Polyethylene,
foamed

Insulation Ø mm

 ALPR-FGALPR-FGALPR-FGALPR-FGALPR-FGALPR-FGALPR-FGOuter conductor
 -------
 foilfoilfoilfoilfoilfoilfoil1st Screen - ALPR
 BraidBraidBraidBraidBraidBraidBraid2nd Screen - Cu-Braid
 PEPEPEPVCPVCPVCPVCOuter sheath
 whitewhiteblackwhitewhitewhitewhiteSheath colour
 6,86,810,36,95,06,64,3Outer Ø app. mm
 50506045503543Min. bending radius app. mm
 484611047324020Weight app. kg / km

 
Electrical characteristics

 75 ± 375 ± 375 ± 275 ± 275 ± 375 ± 375 ± 3Impedance (Ohm)
 55555555536755Capacitance pF/m
 0,80,80,850,80,80,660,8Propagation velocity v/c

Attenuation at 20°C
(db/100m)

 6,16,734,96,37,18,1100 MHz
 8,79,36,17,711,510,413,3200 MHz
 14,113,7911,617,116,820,9450 MHz
 -----25-800 MHz
 20,522,214,318,926,527,431,51000 MHz
 25,629,620,126,636,437,442,21750 MHz
 29,433,322,528,239,740,545,82050 MHz
 --2429,543,144,349,92250 MHz
 31,936-31,9-4555,52400 MHz

Structural return loss min. (dB) between
 --402535202030 and 300 MHz
 35353518351818300 and 600 MHz
 35353517301816600 and 960 MHz
 3030301530--960 and 1750 MHz

 
DC resistance at 20°C

 999183611052Inner conductor max.Ohm/km
 21212114282229Outer conductor max. Ohm/km
 -------Max. nominal voltage (V)

 
Screening efficiency (dB)

 120115909590909550 and 100 MHz ≥
 1201159095909095100 and 500 MHz ≥
 1201159095909095500 and 1000 MHz ≥
 12011590959090951000 and 2050 MHz ≥

 
 17,017,032,025,09,09,012,5Copper weight kg/km
 -------

 

Dimensions and specifications may be changed without prior notice. (RM01)
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