
ADI-K core end sleeves - for short-circuit proof lines

insulated

MaterialADI-K
The core end sleeve is suitable for short
circuit-proof lines.

Sleeve: copper
Surface: tinned

Insulating shroud: polypropylene
It prevents stripped wires from fanning.
The hopper-shaped plastic collar enables
them to be pushed easily onto the wires.

Dimensions
Total lengthL
Stick lengthl

Net EUR/100 items at a purchase ofUnitStick length
mm

Total length
mm

Colour codeColourSize
mm²

Part no.
10001 - 500005001 - 10000up to 5000

o. r.o. r.o. r.1008,017,5DINblack1,5 / normal91589
o. r.o. r.o. r.10010,019,5DINblack1,5 / long91590
o. r.o. r.o. r.1008,017,5DINblue2,5 / normal91591
o. r.o. r.o. r.10012,021,5DINblue2,5 / long91592
o. r.o. r.o. r.10010,019,5DINgrey4,0 / normal97479
o. r.o. r.o. r.10012,023,0DINyellow6,0 / normal91593
o. r.o. r.o. r.10012,024,0DINred10,0 / normal91595
o. r.o. r.o. r.10012,025,5DINblue16,0 / normal91598

Dimensions and specifications may be changed without prior notice.

403

o. r. = on request


