F tubular cable lug for fine stranded wires - straight
not insulated

RoHS

Tubular cable lugs F Material Technical data
Non-insulated tubular cable lugs in eye type  copper Temperature range: up to +125°C
design for fine-wire flexible lines. Surface: tinned
The expanded sleeve facilitates cable inlet.
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Dimensions

a Diameter oft the boring

d Inner diameter of the cable insertion

b Flange width

| Length till middle of the boring
eye type
Part no. Type Cross-section a d b 1 Code Weight Unit Net EUR/100 items at a purchase of

mm?2 mm mm mm mm type kg / 1000 upto100 101-500 501 - 1000
items

99360 F6-5 6,0 53 4,35 10,8 25,0 - 5,6 100 o.r. o.T. o.r.
99361 F6-6 6,0 6,4 435 10,8 25,0 - 55 100 o.r. o.r. or.
99362 F6-8 6,0 8,4 4,35 14,0 27,5 - 5,5 100 o.r. o.T. o.r.
99363 F10-6 10,0 6,4 55 12,0 28,5 - 10,8 100 o.r. o.r. or.
99364 F10-8 10,0 8,4 5,5 16,0 33,5 - 12,6 100 o.r. o.r. o.r.
99365 F10-10 10,0 10,5 55 16,0 335 - 8,6 100 o.r. o.r. or.
99366 F16-6 16,0 6,4 6,75 14,0 30,0 - 10,8 100 o.r. o.T. o.r.
99367 F16-8 16,0 8,4 6,75 16,0 35.0 - 12,6 100 o.r. o.r. or.
99368 F16-10 16,0 10,5 6,75 16,0 35,0 - 12,0 100 o.r. o.r. o.r.
99369 F25-6 25,0 6,4 8,05 16,0 325 - 14,7 100 o.r. o.r. or.
99370 F25-8 25,0 8,4 8,05 17,0 32,5 - 14,5 150 o.r. o.T. o.r.
99371 F25-10 25,0 10,5 8,05 17,0 36,0 - 16,3 100 o.r. o.r. or.
99372 F35-8 35,0 8,4 9,35 18,5 36,0 - 20,6 100 o.r. o.T. o.r.
99373 F35-10 35,0 10,5 9,35 185 40,5 - 22,7 100 o.r. o.r. or.
99374 F35-12 35,0 12,8 9,35 18,5 40,5 - 23,0 100 o.r. o.r. o.r.
99380 F50-8 50,0 8,4 11,0 218 4,5 - 34,6 100 o.r. o.r. or.
99381 F50-10 50,0 10,5 11,0 21,8 4,5 - 33,6 100 o.r. o.r. o.r.
99375 F50-12 50,0 12,8 11,0 218 43,0 - 35,8 100 o.r. o.r. or.
99382 F70-8 70,0 8,4 13,25 24,4 43,5 - 42,9 100 o.r. o.T. o.r.
99383 F70-10 70,0 10,5 13,25 24,4 435 - 4,9 100 o.r. o.r. or.
99384 F70-12 70,0 12,8 13,25 24,4 46,0 - 425 100 o.r. o.r. o.r.
99385 F95-8 95,0 8,4 14,65 27,0 53,0 - 69,6 100 o.r. o.r. or.
99386 F95-10 95,0 10,5 14,65 27,0 53,0 - 67,6 100 o.r. o.r. o.r.
99387 F95-12 95,0 12,8 14,65 27,0 53,0 - 66,0 100 o.r. o.r. or.
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F tubular cable lug for fine stranded wires - straight
not insulated

eye type
Part no. Type Cross-section a d b 1 Code Weight Unit Net EUR/100 items at a purchase of
mm?2 mm mm mm mm type kg / 1000 up to100 101 - 500 501 - 1000
items
99388 F120-10 120,0 10,5 16,2 30,0 59,0 - 94,5 100 o.r. o.r. o.r
99389 F120-12 120,0 12,8 16,2 30,0 59,0 = 93,3 100 o.r. o.T. o.r
99390 F120-16 120,0 16,5 16,2 30,0 62,0 - 94,3 100 o.r. o.r o.r
99391 F150-10 150,0 10,5 18,0 33,0 63,0 = 114,8 100 o.r. o.T. o.r
99392 F150-12 150,0 12,8 18,0 33,0 63,0 - 113,5 100 o.r. o.r. o.r
99393 F150-16 150,0 16,5 18,0 33,0 66,0 - 114,7 100 o.1. o.r. o.r
99376 F185-12 185,0 12,8 20,6 37,0 70,5 - 157,4 100 o.r. o.r. o.r
99377 F185-16 185,0 16,5 20,6 37,0 75,0 = 165,2 100 o.r. o.T. o.r
99378 F185-20 185,0 21,0 20,6 37,0 75.0 - 160,4 100 o.r. o.r. o.r
99394 F240-12 240,0 12,8 231 41,0 77.5 = 178,9 100 o.r. o.T. o.r
99395 F240-16 240,0 16,5 23,1 41,0 82,0 - 183,8 100 o.r. o.r. o.r
99379 F240-20 240,0 21,0 231 41,0 82,0 = 1791 100 o.r. o.T. o.r
Dimensions and specifications may be changed without prior notice. 0.r.=0nrequest
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