
HELUcond PA12 corrugated tubes, ployamide PA12

high flexible and high load rating

Technical dataMaterial
Mod. Polyamide 12

HELUcond PA12-F / PA12-B
Cable protection tube for heavy-duty
applications.

Temperature range: -50°C up to +120°C
Temperature range temporary up to +150°C

Flammability acc. to UL 94: HB

Application Capacity/100mm NW 17: approx. 350 N
halogen-freePlant and machine construction
cadmium-freeRobot construction

Automation technology
PropertiesRail technology
resistant to a multitude ofInstallation technology

fuels
mineral oils
greases
weak bases
weak acids

Note
Suitable connection glands:
HELUquick, HSSV.

fine profile / PA12-F
Net EUR/100 metres at a purchase ofPer

metres
Outer Ø
mm

Inner Ø
mm

trade size
mm

Part no.
black

Part no.
grey 501 - 1000101 - 500up to 100

o. r.o. r.o. r.5013,09,910,0920163920156
o. r.o. r.o. r.5015,712,212,0920164920157
o. r.o. r.o. r.5021,216,617,0920165920158

coarse profile / PA12-B
Net EUR/100 metres at a purchase ofPer

metres
Outer Ø
mm

Inner Ø
mm

trade size
mm

Part no.
black

Part no.
grey 501 - 1000101 - 500up to 100

o. r.o. r.o. r.5028,322,421,0920166920159
o. r.o. r.o. r.2534,328,029,0920167920160
o. r.o. r.o. r.2542,335,536,0920168920161
o. r.o. r.o. r.2554,246,548,0905796920162

Dimensions and specifications may be changed without prior notice.

203

o. r. = on request


