
US tube gland brass nickel plated

with high degree of protection

Technical dataMaterial
Brass, nickel plated

US
Tube gland for protection tubes type S, S-PU,
M, SPR-AS, SPR-PVC-AS, SPR-PU-AS,
SPR-EDU-AS.

Temperature range: -25°C up to +100°C
Grounding sleeve: Brass, bare
Seal: plastic

Application Note
Protection classification:Plant and machine construction
IP 65 - type: SPR-PVC-AS, SPR-PU-ASAutomation technology
IP 54 - type: S, S-PUInstallation technology
IP 40 - type: M, SPR-AS, SPR-EDU-ASControl cabinet construction

metric thread
Net EUR/100 items at a purchase ofUnitThread

length
mm

Tube
outer Ø
mm

SizePart no.
SPR-EDU-AS

Part no.
SPR-PVC-AS
SPR-PU-AS

Part no.
SPR-AS

Part no.
M

Part no.
S
S-PU

501 - 1000101 - 500up to 100

o. r.o. r.o. r.5010,010,0M10 x 1,090598998249982419823398331
o. r.o. r.o. r.5010,014,0M12 x 1,590599098250982429823498332
o. r.o. r.o. r.5010,017,0M16 x 1,590599198251982439823598333
o. r.o. r.o. r.5010,021,0M20 x 1,590599298252982449823698334
o. r.o. r.o. r.2511,027,0M25 x 1,590599398253982459823798335
o. r.o. r.o. r.2513,036,0M32 x 1,590599498254982469823898336
o. r.o. r.o. r.2013,045,0M40 x 1,590599598255982479823998337
o. r.o. r.o. r.1014,056,0M50 x 1,590599698256982489824098338

metric thread - small package
Net EUR/100 items at a purchase ofUnitThread

length
mm

Tube
outer Ø
mm

SizePart no.
SPR-EDU-AS

Part no.
SPR-PVC-AS
SPR-PU-AS

Part no.
SPR-AS

Part no.
M

Part no.
S
S-PU

501 - 1000101 - 500up to 100

o. r.o. r.o. r.1010,010,0M10 x 1,0935909357093530
o. r.o. r.o. r.1010,014,0M12 x 1,5935919357193531
o. r.o. r.o. r.1010,017,0M16 x 1,5935929357293532
o. r.o. r.o. r.1010,021,0M20 x 1,5935939357393533
o. r.o. r.o. r.1011,027,0M25 x 1,5935949357493534
o. r.o. r.o. r.213,036,0M32 x 1,5935959357593535
o. r.o. r.o. r.213,045,0M40 x 1,5935969357693536
o. r.o. r.o. r.214,056,0M50 x 1,5935979357793537
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US tube gland brass nickel plated

with high degree of protection
PG thread

Net EUR/100 items at a purchase ofUnitThread
length
mm

Tube
outer Ø
mm

SizePart no.
SPR-EDU-AS

Part no.
SPR-PVC-AS
SPR-PU-AS

Part no.
SPR-AS

Part no.
M

Part no.
S
S-PU

501 - 1000101 - 500up to 100

o. r.o. r.o. r.507,010,0790599798224982159820698322
o. r.o. r.o. r.507,014,0990599898225982169820798323
o. r.o. r.o. r.507,017,01190599998226982179820898324
o. r.o. r.o. r.507,019,013,590600098227982189820998325
o. r.o. r.o. r.507,021,01690600198228982199821098326
o. r.o. r.o. r.2510,027,02190600298229982209821198327
o. r.o. r.o. r.2510,036,02990600398230982219821298328
o. r.o. r.o. r.2010,045,03690600498231982229821398329
o. r.o. r.o. r.1010,056,04890600598232982239821498330

PG thread - small package
Net EUR/100 items at a purchase ofUnitThread

length
mm

Tube
outer Ø
mm

SizePart no.
SPR-EDU-AS

Part no.
SPR-PVC-AS
SPR-PU-AS

Part no.
SPR-AS

Part no.
M

Part no.
S
S-PU

501 - 1000101 - 500up to 100

o. r.o. r.o. r.107,010,07935809356093520
o. r.o. r.o. r.107,014,09935819356193521
o. r.o. r.o. r.107,017,011935829356293522
o. r.o. r.o. r.107,019,013,5935839356393523
o. r.o. r.o. r.107,021,016935849356493524
o. r.o. r.o. r.1010,027,021935859356593525
o. r.o. r.o. r.210,036,029935869356693526
o. r.o. r.o. r.210,045,036935879356793527
o. r.o. r.o. r.210,056,048935889356893528

Dimensions and specifications may be changed without prior notice.
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